
 

Grindzuigerstraat 9  |  1333 MS Almere, The Netherlands 

T: +31 (0)36 202 60 60  |  info@thal-technologies.com  |   www.thal-technologies.com  

HIGH THERMAL 

CONDUCTIVITY 
TG-NS100 

TG-NS100 is a high-quality thermal grease. The silicone-free  

thermal compound TG-NS100 consists of synthetic, thermal  

polymers and is suitable for a fast and effective heat dissipation.  

The paste is particularly suitable for silicone sensitive applications.  

 

TG-NS100 does not cure, dry out or melt under normal application  

conditions. 

 

TG-NS100 can be supplied in syringes (5 ml) or in cans (0.5 kg or 

1.0 kg) 

Properties Unit TG-NS100 Test Method 

Base material - 
Silicone based  

thermal grease 
Visual 

Color - Silver Visual 

Thermal Properties    

Thermal conductivity through W/mK 10  

Thermal resistance Rth K/W 0.006  

Thermal impedance Rti Kmm²/W 2.2  

Operating temperature °C -60 to 150  

Electrical Properties    

Electrical conductivity pS/m 53  

Mechanical Properties    

Measured thickness (+/-10%) Mm 0.025  

Physical Properties    

Density g/cm³ 1.4  

Viscosity (Shear rate 4s‾¹ / 25ºC) Pas 30 - 60  

Total mass loss (TML) Ma.-% < 0.1  

Standard packaging Syrings in ml /Cans in kg 5 / 0.5 - 1.0  

Shelf life  Months 12  

Ordering example: 

TG-NS100-1000 
TG = Thermal Grease / NS = non silicone / 100 = 10W/mK / 1000 = 1kg 
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